
Ball Valves. 
Design Features:
Design and Manufacturing :
(API 6D, ASME B 16.34, BS EN ISO 17292)
Inspection and Testing : API 598, API 6D, BSEN 12266 Part-1 & 2 
MOC : Carbon Steel, Stainless Steel, Duplex & Super Duplex Stainless Steel,
 Size  : 1/2” to 8”
Bore : Full Bore, Reduced Bore
Pressure Rating : ASME #150 / #300
Seat : PTFE, RPTFE, Peek, Devlon. 
End Connection : Flanged, Butt Weld, Screwed, Socket Weld, Pup End, RTJ & etc..
Stem : SS 410, SS 304, SS 316, 17-4 Ph, F51 & F53
Leakage Class : Class-VI 

Forged Steel Ball Valve:
Design & Manufacturing : BS EN ISO 17292
Size : 1/2’’, 3/4 ’’, 1”, 1.1/2”, 2”   
Class : 150, 300, 600, 800
Special Features 
•    Cast & Forged Valves.          •    Double Body Sealing.       •    Fire Safe Design.               
•    Anti Blow Out Proof Stem.  •    Anti Static Device.            •    Bi-Directional Valve
•    Locking Arrangement.          •    ISO pad for mounting (for actuated valve)
•    Multi Sealing Stem (Tripple Stem Sealing).   •    Stem extension as on request


