
Butterfly Valves -Centric Design: 

Wafer Type

Flanged End Type

Lug Type

Design Features
Design and Manufacturing : EN558, ANSI B16.34

Inspection and Testing : API 598

MOC : CI / DI / CS / AL / SS 304 / SS 316

Size : 2” to 40” (2” to 20” Double Flanged)

Seat : EPDM Food Grade (FKM), BUNA-N Food Grade PTFE, 

           Bonded BUNA-N

Disc : Coated Ductile Iron, SS 304 / 316, Nickel Aluminum Bronze 

           Halar Coated Di & SS 304, 
Stem : SS 416, SS 304, SS 316, Monel & 17-4 Ph
Flange Connection : 

ASME B16.5 Class 125, ASME B16.5 Class 150, EN 1092 PN10, PN16

Working Pressure : 6 bar / 10 bar / 16 bar (25 bar on request)

Working Temperature : -29°C / +204°C

Leakage Class : Class VI

Standard : Leak test, EN12266-1 Class A, ISO 5208 Class A, 

API 598 Table 5, ANSI / FCI 70-2, Class-VI.

Face to Face : as per API 609



Special Features
• Seat Design:

The seat is designed to seal with slip-on or weld-neck

flanges & the molded o-ring eliminates the need for flange gaskets.

• Split Design with PTFE Sleeve for high performance.

• Semi lugged & full lugged designs.

• Different Lining & Metallurgy to suit a wide variety of applications

• Stem extension possible.


